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Wilo-Atmos GIGA-NHT




Wilo-Atmos GIGA-NHT

Application
- For pumping thermal oil up to 350°C 16 bar
- For pumping hot water up to 200°C 25 bar

Technical data

- Temperature range up to 350 °C for thermal Oil
—~  Temperature range up to 200 °C for hot water
-  Rated pressure 16 bar /25 bar

-~ Nominal diameter DN 32 to DN 200

Design
Single-stage centrifugal self-cooling pump with dimensions according to EN 733, mounted on a baseplate.

Description/design

Single-stage end-suction centrifugal pump
Self-cooling mechanical seal

Connection by flanges PN16 /PN 25
Flexible coupling with Spacer

Dimensions according to EN 733

N R 2

Materials

- Pump casing /back cover /bearing housing: Ductile iron GGG-40
- Impeller: Cast Iron GG25

- Shaft: Stainless steel S5420

-~ Mechanical seal: Carbon /SiC

Special features/product advantages

Dedicated test bed facility available for 200 Deg. C at 25 bar which validate our product

Hydraulic performance and dimensions according to EN 733

Pump especially designed for thermal oil pumping

Self-cooling mechanical seal, avoiding external cooling water

Nodular cast iron ensures desired strength for high temp application

Easy maintenance thanks to the back pull-out design that allows removal of rotating element without removing
casing, piping or motor

Sliding / bush bearings at NDE side

High-quality pure graphite with an acid-resistant stainless-steel insert

NN 2R R N2
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Venting Chamber
- Cooling mechanism for mechanical seal
- Unique design to avoid swirl effect

Discharge Cover Cooling Zone
- Maintain temp difference between
pumping fluid and mechanical seal

Slide Bearing
- Low coefficient of friction
- Low wear

Gasket
- SS braided gaskets for
high temperature
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BER KEY Ss316
HEX HD SCR M10X20
SERRATED LOCK WASHER M10
Support foot
CIRCLIP Ss304
Bearing cover GGG40
CIRCLIP Ss304
SRDG BALL BEARING 6307 ZZ C3 WT
SHAFT SEAL RING FKM
29 Gasket Hd9593
28 Mechanical seal eRMG12/30-G6 AQ7EGG
27 Support washer MS 1.4408
? 26 CIRCLIP Ss304
25 SOC HD CAP SCR M5x12
24 MECHANICAL SEAL COVER Gg25
23 S-PL WASHER M10
22 S-HEXNUT M10
21 STUD AM10X40
20 VENTING CHAMBER
19 SHAFT 1.4028
18 S-PL WASHER M16
17 S-HEX NUT M16
16 S-STUD AM16X50
15 Washer slide bearing 1.4408
14 Slide bearing EC943+9SMn36
13 DC Cooling Zone
12 Gasket Hd9593
Spacer disc 1.4021
BER KEY Ss316
Washer
Spring lock washer A14 DIN127 A4
HEX NUT M14
IMPELLER Gg25
Gasket DIN7603A
S-HEX PLUG 3/8 BSP Ss304
Gasket DIN7603A
S-HEX PLUG 1/8 BSP Ss304
Pump Housing GGG40
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Pioneering for You m o

Wilo Mather and Platt Pumps Pvt. Ltd.
Mumbai-Pune Road,

Chinchwad, Pune - 411019.
Maharashtra (India)
T+912027442100
F+912027442111

Sales Office:

WILO Mather and Platt Pumps Pvt. Ltd.
1st Floor, “One Elpro Park”,

Elpro Compound, CTS No.4270,
Chinchwad, Pune — 411033.
Maharashtra (India)

T+91 2067347100
F+912067347112

Service Toll Free: 1800 266 8866

www.wilo.in
sales.in@wilo.com

Product image shown may represent range of product, or be for illustration purposes only &

Tech. matter subject to change without prior notice
may not be an exact representation of the product

www.facebook.com/WiloIndia
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